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LIBRA SERIES

Full front & Back maintenance

0640 x 480 mm




o

INNOVATION

A well-designed &

cost-effective commercial display solution

All components - the modules, PSU, HUB are

removable and can be accessed from

both the back and the front of the cabinet.

Back

maintenance

Front

maintenance
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INNOVATION

Cable-free Hot-plug

(Easy installation & maintenance)

Libra Series

Traditional Version

(Full of cables)

Old Version
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INNOVATION

Streamlined design

The components are designed in a neat and tidy
manner. This not only enhances the aesthetic
appeal but also facilitates easy access and
maintenance. The neat and tidy layout promotes
better airflow, reducing the risk of overheating

and optimizing the overall performance and

longevity of the system.
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INNOVATION

N\ I 7/
B 3500-4000nits

High Brightness

Window Facing Display
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Low Brightness, High Grey Scale, High Definition Display

14bit+, high grey scale, effectively manages low light grey loss,

resulting in more detailed images.
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The Color Temperature Is Adjustable To Restore The Real Color

-

1

The color temperature is adjustable from 2000 to 9500, making it possible

to accurately convey the mood, tone, and texture of the image.
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DATA SHEET
I
Pixel Pitch (mm) 1.25 1.538 * 1.86 * 25 * 2.5 (HB) 40
Cabinet Resolution (WxH) 512384 416x312 344x258 256x192 256x192 160x120
Brightness (nits) >500 >500 > 500 > 500 3500-4000 >500
Power Consumption (W/m?) Max. 450-500 Avg. 150-200 ZAVO';‘ 2555'25553 :"fg f:g:;’gg

Weight (kg/cabinet) Approx. 8

Viewing angle (V°/He) 140/140

Note:
1. **" are the most popular models.

2. The above specific parameters may vary depending on the requirements.



