
M-POSTER

Smart Display



Wireless Control
Use App to control the M-Poster 
Changing the content 
Adjusting the brightness
Etc.



Waterproof Dustproof

Anti-collision Antistatic

TOP-COB Technology
High Protection
The TOP-COB Process do a surface coating 
and whole PCB board is fully sealed with 
epoxy resin, which enhance the protection 
level from physical damage with anti-fog & 
salt /dust -proof , easy to clean , abrasion 
proof, damp-proof, anti-collision, antistatic, 
anti oil-pollution and anti-oxidation  etc. 



Multi-poster tiling
Seamless

Individual M-Posters can be 
connected together to form larger 
displays.
Seamless connection



Multiple installation

Hanging

Wall
Mounting

Standing



Specification 6418-M 6425-M

Pixel Pitch 1.8mm 2.5mm

Resolution 344x1032

Visual Dimension（mm） 640 x1920

Weight Arppox. 50kg (With base)

Brightness ≤600 cd/m2 Adjustable

Color Temperature 2500k—10000k Adjustable

Viewing Angle (H/V) 140°

Refresh Rate ≤3840HZ

Processing ≤16bit

Voltage(V) AC90—264VAC,47—63 HZ

Power Consumption(Max.) 300—450W

Power Consumption(Avg.) 150—225W

Maintenance Mode Front maintenance

Operation/Storage temperature and 
humidity -20°C-50°C/ 10%-90%RH WiFi、4G

Communication Mode WiFi、4G

Display Mode Synchronous/ Asynchronous

Operation System Windows/IOS/Android

256x768




